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- LnTronic HEX CODES added.

090912 This doc released. We are currently converting all online-help into PDF files.
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CommandList

CommandList is where you collect the commands to control your devices.

You may optionally collect from our database or copy from your own infrared remote control.

If your device is aleady in our online database, then you can freely download and test.

If a similar device is available, but typenumber is different, then try to download and test
these commands. Most likely they work.

Typical example:
If we have commands for one Panasonic TV, most likely they cover all Panasonic TV's.

The same goes for all well-known brands, like Sony, Pioneer, Yamaha, Samsung, etc. etc.
but it might not be the case for low-cost brands not manufacturing their own products.

If you download a different typenumber but these commands actually work with your device,
then please change to the typenumber and upload this typenumber to our database.

PLEASE: Do not uplad made-up Brand names, Devices descriptions, TypeNumbers or
command-descriptions, as they will be removed from the database by Lintronic without
warning and you might lose your commands.

Our TT455-RT-238 holds a 38 KHz receiver covering 36-40 KHz which covers more than
95% remote controls on the market. A few remote controls operate on 32 KHz and some
operate on 56 KHz (technical stuff, Sorry :o).

When copying the remote, TT455-RT-238 samples the flashing infrared light from the
remote, and passes the raw code to the Configurator which attempts to decode the signal
into a numerical information representing the code. Our decoders are able to compensate
for signal fluctuation in your remote caused by distance variations, temperature, low battery,
reflections, etc.

LinTronic is the only company in the world actually evaluating and decoding every bit of the
the signal, pulses, pauses, repetition, etc. Everybody else simply stores the learned raw
format. By decoding the signal we can compress the commands from approximately 300
characters down to only 24 (saving memory) but most important is that we can manipulate
the code back into the original timing when transmitting (pulsewidth, repetitionpatterns,
repetitions, etc.) ensuring long-range and very reliable operation by the TT455-RT-238.

In case your remote does not decode correctly, feel free to play with the CodeLearn program
or contact LinTronic for online support.

!

!

Our online database

Your remote control
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Working with database commands - and saving them locally

1. Gets you a list of all products in our database - or a local list.
2. Select a product to download.
3. Download.
4. DoubleClick on left site of the "=" sign to mark a command
5. Test (command is transmitted by the TT455-RT-238)
6. Change repeatnumber from 3 to 1 if command is executed 3 times
7. If commands are working but typenumber is wrong, then change it
8. Save to Computer
9. Upload commands to our database (if typenumber has been

changed or if you have added commands to this product.
10. If you are a integrator/programmer this is the command you will

need to send from your computer in order to send this command.
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Working with locally stored commands

1. When you open the CommandList, your locallay stored products
are shown.

2.
3. Open commands for test.
4. DoubleClick on left site of the "=" sign to mark a command
5. Test (command is transmitted by the TT455-RT-238)
6. Change repeatnumber from 3 to 1 if command is executed 3 times
7. If commands are working but typenumber is wrong, then change it
8. Save to Computer
9. Upload commands to our database (if typenumber has been

changed or if you have added commands to this product.
10. If you are a integrator/programmer this is the command you will

need to send from your computer in order to send this command.

Select a product to open.
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Copy commands from your remote control

1. Enter BrandName, Device and TypeNumber.
2. Enable Copy (TT455-RT-238 is now ready, red light).
3. Select the command you want to copy, or choose NewFunction at the top.
4. Check AutoNextFunction for automatic progress.

Press and hold the wanted remote control button for 2-3 seconds - and let go.
Configurator will attempt to decode the raw code.

5. If decoded - manually edit command text if required (right site of "=").
Test command to make sure it works with your product.

6. Change repeatnumber from 3 to 1 if command is executed 3 times.
7. Save to Computer.
8. Upload commands to our database when you are done copying.

(only if commands work, please).
9. If you are a integrator/programmer this is the command you will need to send from your

computer in order to get the TT455-RT-238 to send the command.

See Appendix A at the back of this document.
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LinTronic Codeset (relavant for integrators/installers)

1

Beeing in control with your own codes is a must for integrators/installers.

The LicenseFree LinTronic Codeset (courtesy of LinTronic) can be
learned by your learnable remote control and used to control the TT455-
RT-238 without disturbing any products in the room.

1. Click to generate standard codes.
If you want your own licensed ID contact LinTronic.

3. Mark the command and Test to make your learnable remote
control learn the command.

4. Change repeatnumber as required
5. Save to Computer
6. If you are a integrator/programmer this is the command you will

need to send from your computer in order to send this command.

2. Manually edit command text if required (right site of "=")
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LinTronic Codeset (relavant for integrators/installers)
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Appendix A

Despite the fact that we actully run the copied raw code through more than 80 decoders, then
coping a remote control normally runs very smoothly.

But sometimes it can be a little tricky as some remote controls hold codesets developed for up to
4 players at the same time - so timing can be very fast (pulses down to 100 microseconds,
0.00001 seconds).

Therefore the TT455-RT-238 IR receiver is very sensitive. Best result is normally obtained if you
hold the remote at approx 1.0 meters distance (or more) from the TT455-RT-238.

Also more and more codes look very much alike and therefore may be decoded by one or more
decoders. If this occures you may disable (turn off) one or more decoders to test which one work
best for your codes.
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Appendix B
Some commands have been specially made for customers. For example by embedding learned
codes into the customized firmware.

If you get this, then your
firmware does not support
the codes you are trying
to send.

Click "Supported devices"
to learn which codesets
are supported by
your current firmware.


