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Date Revised

yymmdd Text

090914 Version 002.000.005, Revision 1
- added SpyWare.

090912 Version 002.000.004, Revision 4
- New Configurator design.
- Onlinehelp converted to PDF files.
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Help is available in the individual programs.

Click on PDF to download latest version or open local version.
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Configurator

The Configurator collects all of the software tools LinTronic offer for our products.

The following tools are covered by separate PDF files. See or web-site - Support | OnlineHelp:

DataSampler (receive/send RS232 commands in plain, ascii or hex format.

BootLoader (firmware update tool)

SpyWare (RS232 command copy - SpyWare License required)

!
!
!

CheckForUpdates - checking online for Configurator and product updates

Tools         Log          OnlineHelp

Communication and information area

Establishes connection with product

Comport Control

Product related tools, OnlineHelp and LinTronic services
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Default communication is baudrate 19200, Parity None, Databits 8, Stopbits 1.
Do not change unless you have specific needs.

LinTronic products do not work at speeds above 38400 (due to noise problems on long wires).

Click AUTO and Configurator will search for the LinTronic product on all commports using the
address specified in the tab "Products Network Address".

Baudrates higher than 38400 is for DataSampler and SpyWare.

If you use a USB/RS232 cable, then insert the cable and install the driver.

A USB comport might change if you remove and reinsert the cable - or if you use a different
USB connector next time.

A small trick:

With the cable removed, click "Ports" to see which comport numbers your computer
offers.

Then insert cable, wait about 5-10 seconds and click "Ports" again. The new
commport is the USB cables comport.

Select the new comport manually or click "AUTO" - and Configurator will search for
your LinTronic product.

!
!
!
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Default address is 1. Do not change unless you have specific needs.

Click "Connect" and Configurator will attempt to connect using the selected address on
the selected Commport.

Up to 32 LinTronic products may work together in a 2-wire long-range half-duplex RS485
network.

If you intend to use our products in an RS485 network it is recommend, you address them
individually starting from top (32).

Else - do not change address.
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Commands/data beeing transmitted/received by the computer are shown here.

These fields inform about the detected hardware

These fields inform about the detected software

Product related tools described in separate PDF files.

Make sure to visit your "User profile" where you may enter relavant information.
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The log is designed to show RS232 commands running between the computer and the
LinTronic products.

As it time-stamps the commands it can be used to catch commands only showing up one in a while,
like for example a mystirous X10 signal, etc.


